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(57) ABSTRACT

A drive system (100) for a cleaning device for cleaning a tank
(1) including a brake arrangement (7, 8, 13) for regulating the
speed of the magnetic hysteresis coupling, and where the
brake arrangement is arranged in the vicinity of a second
coupling part (5) of the magnetic hysteresis coupling, and
where brake arrangement includes brake parts (7, 8, 13) that
interacts with the second coupling part of the magnetic hys-
teresis coupling to adjust the rotation of the second coupling
part of the magnetic hysteresis coupling.

21 Claims, 5 Drawing Sheets
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1
DRIVE SYSTEM FOR A CLEANING DEVICE
AND CLEANING DEVICE

AREA OF INVENTION

The present invention relates to a cleaning device, in par-
ticular a drive arrangement for a cleaning device for cleaning
the interior of a tank.

BACKGROUND OF INVENTION

This kind of cleaning devices are used for cleaning the
interior of tanks and includes a drive system comprising a
housing with a turbine mounted in a liquid channel to which
cleaning liquid is supplied under pressure, as well as a gear
which is driven by the turbine, and which is mounted sepa-
rated from the cleaning liquid in the housing as a safeguard
against leakage of cleaning liquid. The gear transfers the
rotation produced by the turbine to a reduced rotation of a
cleaning head in the tank. The rotation produced by the tur-
bine is transferred to the gear via a magnetic coupling having
coupling parts, the one coupling part of which being disposed
inside the housing in the liquid channel and the other coupling
part of which being disposed outside the housing, and
wherein the coupling parts are mutually parallel discs.

The cleaning head includes a housing and a hub mounted
thereon, and where the hub is provided with nozzles. The
cleaning liquid being conveyed from the turbine and to the
nozzles in operation, where the housing are mounted on a
stationary mounting part so that the liquid from the turbine
bypasses the housing and flows to the nozzles. The rotation of
the turbine is transferred to the input shaft of the gear by
means of a magnetic coupling having coupling parts, e.g. a
hysteresis coupling, the driving coupling part of which being
disposed outside the gear housing, and the driven coupling
part of which being disposed inside the gear housing.

Jets of cleaning liquid are jets ejected by means of nozzles
and pressurized liquid will clean the tank in an effective
manner by their combined turning and rotation.

Examples of this kind of cleaning devices for tank cleaning
are known from WO-A1-2007/076859, which describes a
tank cleaning machine having a drive system comprising a
hysteresis coupling having two magnetic parts formed by
electromagnets, which magnetic parts are present inside the
liquid space and outside this, respectively, a completely lig-
uid-tight separation between the housing and the gear may be
ensured. The magnetic part of the hysteresis coupling have a
displaceable position of the one part relative to the other part
the coupling may be adjusted with respect to the transferred
torque and/or speed

One problem with the above tank cleaning devices having
a hysteresis coupling is that when you adjust the speed on the
hysteresis coupling by increasing or decreasing the space
between the magnet parts and hysteresis plate or disc, the
hysteresis torque will decrease when you increase the space
between magnets and hysteresis plate.

DISCLOSURE OF INVENTION

The object of the present invention is to provide a drive
system for a cleaning device for cleaning the interior of a tank
that overcomes the problem with the torque transfer from a
turbine of the drive system to a shaft connected to a cleaning
head of the cleaning device when using a hysteresis coupling
to transter the rotation of the turbine of the drive system to the
shaft connected to the cleaning head.
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The objective is achieved by a driving system for a cleaning
device for cleaning a tank, the drive system comprising a
driving arrangement is provided to rotate a input shaft con-
nected to a gear box, where the gear box transfers rotation of
the driving arrangement to a reduced rotation of a cleaning
head in the tank where the input shaft is provided with a first
coupling part is one end having a disc shape, and where the
drive system is further equipped with a brake arrangement for
regulating the speed of the driving arrangement, and where
the brake arrangement is arranged in the vicinity of the first
coupling part, and that the brake arrangement includes brake
parts that interacts with the first coupling part of the driving
arrangement to adjust the rotation of the first coupling part by
changing the distance of the brake parts relative to the first
coupling part.

According to a first aspect of the claimed invention the
different parts of the brake arrangement are integrated with
the different parts of the hysteresis coupling and located to
match the set-up of the hysteresis coupling. The brake
arrangement can be formed by at least one magnet located on
the first coupling part of the driving arrangement and hyster-
esis part arranged in the vicinity of the at least one magnet.
The at least one magnet of the brake arrangement is arranged
substantially along the periphery of the first coupling part of
the driving arrangement, and where the brake force is applied
by either axially or radially, or by both axially and radially
moving the hysteresis part of the brake arrangement relative
to the at least one magnet.

According to a second aspect of the claimed invention the
brake arrangement is formed by at least one magnet located
on a brake magnet holder, which is arranged in the vicinity of
a peripheral end of the first coupling part of the driving
arrangement and where the first coupling part of the driving
arrangement composes a hysteresis part of the brake arrange-
ment. The brake force of the brake arrangement is applied by
either axially or radially, or by both axially and radially mov-
ing the brake magnet holder and the at least one magnet
mounted thereon relative to the first coupling part (5) of the
hysteresis coupling composing as hysteresis part.

The mutual position of the magnetic part and the hysteresis
part may be selected freely in dependence on the conditions,
so that the one part may be placed either “dry” in the gear box
or in the liquid flow in the housing

According to a further aspect of the claimed invention the
brake arrangement is arranged inside the gear box outside the
liquid flow.

According to a yet further aspect of the claimed invention
the hysteresis part of the brake arrangement or hysteresis
coupling are made of a ferro-magnetic hysteresis material.

According to a still further aspect of the claimed invention
the magnetic part of the brake arrangement or hysteresis
coupling is provided with a plurality of permanent magnets
for generating the necessary magnetic field strength and
polarity.

According to another aspect of the claimed invention the
magnetic part is provided with electromagnetic magnets for
variable adjustment of the magnetic field strength instead of
moving the hysteresis part or the magnet part.

The drive system will operate in a housing of a non-mag-
netic material, such as stainless steel, which is a preferred
material for use in connection with cleaning device of this
type. The drive system is maintenance-free and will therefore
not require any form of service.

The drive system of above can be an integrated part of a
cleaning device for cleaning the interior of a tank

The gap between the brake parts may be varied, it is pos-
sible to adjust the energy content in the gap and thereby the
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magnetic forces between the brake parts, whereby the brake
force may be adjusted to the speed.

According to a further aspect of the claimed invention the
driving arrangement of the drive system can be formed as an
electric motor unit arranged inside the gear box. The driving
arrangement can also be formed to include a magnetic cou-
pling having a first magnet coupling part being housed inside
the gear box connected to the input shaft and a second mag-
netic coupling part disposed in a housing, and where the
second magnetic coupling part comprises a turbine mounted
in a liquid channel to which cleaning liquid is supplied under
pressure and which cleaning liquid rotates the turbine, and
where the rotation of the turbine is transferred to the gear box
via the magnetic coupling formed by the first magnetic cou-
pling part and the second magnetic coupling part, and where
the gear box is mounted separated from the cleaning liquid in
the housing. The driving arrangement can further be formed
to include a magnetic hysteresis coupling comprising a first
coupling part being arranged inside the gear box and a second
coupling part mounted in a housing, where the second cou-
pling part includes a turbine mounted in a liquid channel to
which cleaning liquid is supplied under pressure and which
cleaning liquid rotates the turbine and where the rotation of
the turbine is transferred to the gear box via the magnetic
hysteresis coupling formed by the first coupling part and the
second coupling part as mutually parallel discs, where input
shaft is connected first coupling part, and the turbine con-
nected to the second coupling part, and where the gear box is
mounted separated from the cleaning liquid in the housing.

Further aspects of the invention is apparent from the depen-
dent claims and the description

BRIEF DESCRIPTION OF THE DRAWINGS

Further objects, features and advantages will appear from
the following detailed description of several embodiments of
the invention with reference to the drawings, in which:

FIG. 1 shows cross sectional views of a firstembodiment of
a cleaning device having a brake arrangement according to
the invention;

FIG. 2 shows cross sectional views of a firstembodiment of
a cleaning device having an alternative brake arrangement
according to the invention;

FIG. 3 shows cross sectional views of a second embodi-
ment of a cleaning device having an alternative brake arrange-
ment according to the invention;

FIG. 4 shows cross sectional views of a second embodi-
ment of a cleaning device having a brake arrangement accord-
ing to the invention; and

FIGS. 5, 6 and 7 show the principle movement of a brake
arrangement according to the invention to regulate the speed.

DETAILED DESCRIPTION OF EMBODIMENTS

FIGS. 1-2 disclose a drive system 100 for a tank cleaning
apparatus, where the tank cleaning apparatus is attached to
tank to be cleaned. The tank is only partially shown in FIGS.
1-4 with the deck 1 of the tank. The tank cleaning apparatus
also includes a pipe (not shown) connected to a liquid outlet
16 and a cleaning head (not shown) connected to the pipe,
where the cleaning head is present down in the tank. The
cleaning head is rotatable by means of a rotary shaft 11, and
it is also provided with rotating nozzles on a hub to eject the
cleaning liquid under pressure and thereby cleaning the entire
internal surface of the tank.

The drive system 100 comprises a housing 20 with a liquid
inlet 3 for supplying cleaning liquid to the tank cleaning
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apparatus. The cleaning liquid is supplied under pressure and
the flow direction of the cleaning liquid through the drive
system 100 is shown by the arrows A-D. Between the liquid
inlet 3 and the liquid outlet 16 is formed a flow area 12,
wherein a turbine 2 is arranged. The turbine 2, which is
rotated with a speed of rotation of several thousand revolu-
tions per minute by the liquid flowing, is rotatably hinged on
a shaft 17, the shaft 17 being arranged on the housing 20 via
a turbine cover 10. The turbine 2 is connected cylinder-
shaped part 18, where the cylinder-shaped 18 extends around
and along the shaft 17 and is connected to a magnetic hyster-
esis plate 4 in the opposite end of the shaft 17. The rotation of
the turbine 2 is transferred via the cylinder-shaped part 18 to
the hysteresis plate 4 located in an upper part of the housing
20.

Since the rotation of the cleaning head takes place at low
revolutions, a gear must be interposed between the turbine 2
and the rotary shaft 11.

This gear is housed a gear box 6, which is mounted on top
of the housing 20, where the gear box 6 is schematically
indicated by a dotted line. The gear box 6 includes an input
shaft 19 and an output shaft 11, a connecting arrangement
(not shown) between the shaft 11, 19, and the output shaft 11
having a reduced speed of rotation.

As discussed above the housing 20 with the gear box 6 is
mounted externally on the tank.

There is no connection between the turbine 2 mounted in
the flow area 12 and the driven magnetic plate 4 in that the
housing 20 is completely closed off as a safeguard against
leakage at the turbine cover 10.

The turbine 2 is, as stated above, rotatably arranged on the
shaft 17 and connected the disc-shaped magnetic hysteresis
plate 4 via cylinder-shaped part 18. The magnetic hysteresis
plate 4 is provided with a plurality of permanent magnets.
These magnets produce a magnetic field, and alternatively a
few magnets having a great polarizing face of e.g. the AINiCo
magnetic type may be used, or a large number of small per-
manent magnets having a great magnetic force and small
surface areas may be selected.

Instead of the permanent magnets, electromagnets may be
mounted, which have the advantage that the strength of the
magnetic field may be varied continuously by changing the
voltage. This provides for the option of a variable adjustabil-
ity of the torque and/or the speed which is to be transferred via
the coupling.

Another magnetic hysteresis part 5 is arranged on the outer
side of the turbine cover 10, where the hysteresis part 5 is
formed as a disc and extends in parallel with the disc-shaped
magnetic hysteresis plate 4 and such that they are both rotat-
able about the same axis of rotation. The hysteresis part 5 is
provided with hysteresis magnets 9 that together with the
hysteresis plate 4 form the hysteresis coupling. The hysteresis
magnets 9 are preferably made of a magnetic material con-
taining metal oxides, such as Fe 203 powder which is electri-
cally insulated. This material has a high isotropic electrical
resistance which effectively prevents the generation of eddy
currents in the hysteresis part. Further, the magnetic proper-
ties are good, even at relatively high temperatures. It is also
possible to use a laminated material having layers of a ferro-
magnetic hysteresis material, which is insulated from each
other by means of dielectric films.

The functionality and the structure of the hysteresis cou-
pling is such that the coupling transfers a torque generated by
the turbine 2 to the input shaft 19 of the gear box 6 in a manner
which comprises parts that are separated from each other by
means of an air gap and a cover.
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The hysteresis coupling and thereby the torque can be
adjusted by moving the magnet disc 5 and the hysteresis
magnets 9 in an axial direction relative to the hysteresis plate
4.

Finally, the drive system 100 may be extended with a
further magnetic hysteresis coupling to transfer the rotary
movement of the gear to the rotary shaft 11 of the cleaning
head. Total liquid separation between the liquid in the housing
20 and the gear box 6 may be achieved hereby, as the housing
20 is thus closed completely and thereby protected against
leakage of liquid, caused e.g. by wear of the shaft seals.

In the above itis assumed that permanent magnets are used,
but it is also possible to use electromagnets instead.

To further regulate the speed of the coupling the magnet
disc 5 is provided with a brake arrangement. In FIG. 1 the
brake arrangement is shown as brake magnet holder 7 holding
one or more brake magnets 8, and where the brake arrange-
ment is located above and at a distance from the magnet disc
5 and at one peripheral end of the magnet disc 5. By moving
the brake magnets 8 axially relatively to the magnet disc 5 the
speed of the hysteresis coupling can be adjusted. In this
arrangement the magnet disc 5 is axially fixedly arranged.
The speed can also be adjusted by moving the brake magnets
8 radially towards/away from the rotational axis of the mag-
netic disc 5, or by a combined radial and axial movement of
the brake magnets 8 relative to the magnetic disc 5.

Alternatively one or several brake magnets 8 are arranged
along the peripheral area of the magnet disc 5 (see FIG. 2)
having a brake hysteresis plate 13 arranged at distance above
the brake magnets 8. By moving the brake hysteresis plate 13
axially relatively to the brake magnets 8 on the magnet disc 5
the speed of the hysteresis coupling can be adjusted. In anal-
ogy with the embodiment of FIG. 1 the speed can also be
adjusted by a radial movement or combined radial and axial
movement of the brake hysteresis plate 13 relative to the
brake magnets 8 on the magnet disc 5.

In FIG. 3 an alternative embodiment of the hysteresis cou-
pling is shown, where the hysteresis magnets 9 are arranged in
flow area 12 and on a magnet disc 15. The magnet disc 15
corresponds to the disc-shaped magnetic hysteresis plate 4 of
FIGS. 1-2 and is rotating together with the turbine 2 to which
it is connected via the cylinder-shaped part 18. The brake
arrangement of the embodiment in FIG. 3 corresponds to the
alternative brake arrangement of FIG. 2, where one or more
brake magnets 8 are arranged along the peripheral area of the
magnet disc 5 (see FIG. 2) having a brake hysteresis plate 13
arranged at distance above the brake magnets 8. By moving
the brake hysteresis plate 13 axially relatively to the brake
magnets 8 on the magnet disc 5 the speed of the hysteresis
coupling can be adjusted. In analogy with the embodiment of
FIG. 2 the speed can also be adjusted by a radial movement or
combined radial and axial movement of the brake hysteresis
plate 13 relative to the brake magnets 8 on the magnet disc 5.

In FIG. 4 an alternative embodiment of the hysteresis cou-
pling is shown corresponding to the embodiment of FIG. 3,
where the hysteresis magnets 9 of the hysteresis coupling are
arranged in flow area 12 and on the magnet disc 15. The
magnet disc 15 corresponds to the disc-shaped magnetic hys-
teresis plate 4 of FIGS. 1-2 and is rotating together with the
turbine 2 to which it is connected the via cylinder-shaped part
18. The brake arrangement of the embodiment in FIG. 4
corresponds partially to the brake arrangement of FIG. 1,
where one or more brake magnets 8 on a brake magnet holder
7, which is arranged at one peripheral end of a magnetic
hysteresis coupling and brake disc 14. By moving the brake
magnet 8 axially relatively to the hysteresis coupling and
brake disc 14 the speed of the hysteresis coupling can be
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adjusted. In analogy with the embodiment of FIG. 1 the speed
can also be adjusted by a radial movement or combined radial
and axial movement of the brake magnets 8 radially relative to
the hysteresis brake disc 14.

In the brake arrangement of FIGS. 1 and 4 only one brake
magnet 8 and brake magnet holder 7 are shown, but there can
also be several brake magnets 8 and corresponding number of
brake magnet holders 7. In the above it is assumed that per-
manent magnets are used, but it is also possible to use elec-
tromagnets instead.

Below the brake arrangement functionality of the embodi-
ment shown in FIG. 1 is described.

When the cleaning liquid is supplied via the liquid inlet 3
and flowing in the direction A, B, C and D, the liquid passes
the flow area 12 where the turbine 2 is arranged and where the
liquid flow rotates the turbine 2. The rotation of the turbine 2
is transferred via the cylinder-shaped part 18 to the hysteresis
plate 4 forming a first part of the hysteresis coupling located
in an upper part of the housing 20. The magnetic disc 5
forming the other part of the hysteresis coupling, which is
arranged on the outer side of the turbine cover 10, is rotated at
lower rotational speed than the hysteresis plate 4 due to the
slip functionality of the hysteresis coupling. To adjust the
speed of the magnetic disc 5 and the input shaft 19 of the gear
box 6 connected magnetic disc 5 the brake magnet 8 is moved
axially closer to the magnetic disc 5 to reduce the speed of the
magnetic disc 5 and moved axially away from the magnetic
disc 5 to increase the speed of the magnetic disc 5.

In FIG. 2 the brake magnet is arranged on the magnetic disc
5 and the adjustment of the speed of the magnetic disc 5 and
the input shaft 19 of the gear box 6 connected magnetic disc
5 is achieved by moving the brake hysteresis plate 13 axially
closer to the magnetic disc 5 to reduce the speed of the
magnetic disc 5 and moving the brake hysteresis plate 13
axially away from the magnetic disc 5 to increase the speed of
the magnetic disc 5.

Inthe embodiment of FIG. 3 the adjustment of the speed of
the magnetic disc 5 is achieved in a similar way as described
for the embodiment of FIG. 2. In the embodiment of FIG. 4
the adjustment of the speed of the magnetic disc 5 is achieved
in a similar way as described for the embodiment of FIG. 1.

The maximum torque of the hysteresis coupling, i.e.
between the magnets and the hysteresis plate, is achieved by
having a minimum distance between the magnets and the
hysteresis plate and by not adjusting the space between the
magnets and the hysteresis plate. The speed should instead be
adjusted, as described above, by increasing or decreasing the
gap between one or more brake magnets and a magnet carrier,
the magnet carrier being the hysteresis plate of the hysteresis
coupling or a magnet disc of the hysteresis coupling.

In the above description of the functionality of the brake
arrangement it has been described that the brake hysteresis
plate and the brake magnet holder, respectively, are moved
axially relative to the coupling plate (see FIG. 5, where a)
shows a first position and b) shows a second position), but it
is also possible to regulate the brake force by changing the
circumference diameter of the brake hysteresis plate and the
brake magnet holder, respectively, relative to the coupling
plate (see FIG. 6). It is also possible to use a combination of
axial and radial movement of the brake hysteresis plate and
the brake magnet holder, respectively, relative to the coupling
plate to regulate the brake force (see FIG. 7).

It has been assumed that hysteresis coupling are used, but
it is also possible to combine the hysteresis brake with mag-
netic coupling. The magnetic coupling comprises two mag-
nets, upper/lower magnetic body or inner/outer magnetic
body, compared with the hysteresis coupling which com-
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prises en magnetic inductor provided with a number of per-
manent magnets or electro-magnets. The permanent magnets
or electro-magnets co-operate with a hysteresis plate to create
the hysteresis coupling. The hysteresis plate is made of a
ferro-magnetic material that is magnetized by the magnets of
the magnetic inductor and the magnetic hysteresis coupling is
established.

Yet another alternative driving arrangement is replace the
turbine arrangement and the hysteresis coupling respective
the magnetic coupling with an electric motor (not shown) that
rotates the input shaft 19. The electric motor is arranged
inside or outside the gear box 6. The hysteresis brake arrange-
ment serves to reduce the speed of the electric motor, which is
attractive since a very simple and low cost electric motor only
operating at one speed can be used instead of a more advanced
and expensive electric motor with a variable motor speed.

The brake force of the hysteresis brake is normally set
when installing the cleaning device in its operational location
to enable the optimal rotation of the cleaning head inside the
tank. As shown in the drawings it is assumed that the brake
force is inside the gear box, but is possible to enable adjust-
ment of the brake of the hysteresis brake from the outside.

The invention is not limited to the embodiments described
above and shown on the drawings, but can be supplemented
and modified in any manner within the scope of the invention
as defined by the enclosed claims.

REFERENCES OF THE DRAWINGS

1 Deck

2 Turbine

3 Liquid inlet

4 Hysteresis plate

5 Magnet disc

6 Gear box

7 Brake magnet holder
8 Brake magnet

9 Magnet for hysteresis
10 Turbine cover

11 Shatft to cleaner head
12 Flow area

13 Brake hysteresis

14 Hysteresis coupling and brake
15 Magnet disc in flow area
16 Liquid outlet

17 Shaft

18 Cylinder-shaped part
19 input shaft

20 Housing

A Flow direction

B Flow direction

C Flow direction

D Flow direction

The invention claimed is:

1. A drive system for a cleaning device for cleaning a tank,
the drive system comprising a driving arrangement provided
to rotate an input shaft connected to a gear box, wherein the
gear box transfers rotation of the driving arrangement to a
reduced rotation of a cleaning head in the tank, and wherein
the input shaft is provided with a first coupling part in one end
having a disc shape, the drive system is further equipped with
a brake arrangement for regulating the speed of the driving
arrangement, and the brake arrangement is comprised of a
hysteresis part constituted by the first coupling part and at
least one magnet held on a brake magnet holder, the brake
magnet holder together with the at least one magnet and the
coupling part being relatively movable to change a distance
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between the least one magnet and the coupling part, the brake
magnet holder being positioned to arrange the at least one
magnet in the vicinity of the first coupling part so that the at
least one magnet interacts with the first coupling part of the
driving arrangement to adjust the rotation of the first coupling
part by changing the distance of the at least one magnet
relative to the first coupling part.

2. The drive system according to claim 1, wherein a braking
force of the brake arrangement is applied by either axially or
radially, or by both axially and radially, moving the brake
magnet holder and the at least one magnet mounted thereon
relative to the first coupling part of the driving arrangement.

3. The drive system according to claim 1, wherein the brake
arrangement is arranged inside the gear box.

4. The drive system according to claim 1, wherein the
driving arrangement is an electric motor unit arranged inside
the gear box.

5. The drive system according to any one of claims 1, 2 and
3, wherein the driving arrangement includes a magnetic cou-
pling having a first magnet coupling part housed inside the
gear box connected to the input shaft and a second magnetic
coupling part disposed in a housing, and wherein the second
magnetic coupling part comprises a turbine mounted in a
liquid channel to which cleaning liquid is supplied under
pressure and wherein the cleaning liquid rotates the turbine,
and the rotation of the turbine is transferred to the gear box via
the magnetic coupling formed by the first magnetic coupling
part and the second magnetic coupling part, and wherein the
gear box is mounted separated from the cleaning liquid in the
housing.

6. The drive system according to any one of claims 1, 2 and
3, wherein the driving arrangement includes a magnetic hys-
teresis coupling comprising the first coupling part being
arranged inside the gear box and a second coupling part
mounted in a housing, wherein the second coupling part
includes a turbine mounted in a liquid channel to which
cleaning liquid is supplied under pressure and wherein the
cleaning liquid rotates the turbine and the rotation of the
turbine is transferred to the gear box via the magnetic hyster-
esis coupling formed by the first coupling part and the second
coupling part as mutually parallel discs, and wherein the
turbine is connected to the second coupling part, and where
the gear box is mounted separated from the cleaning liquid in
the housing.

7. The drive system according to claim 1, wherein the
hysteresis part of the brake arrangement is made of a mag-
netic hysteresis material.

8. The drive system according to claim 1, wherein the at
least one magnet includes a plurality of permanent magnets
for generating necessary magnetic field strength and polarity.

9. The drive system according to claim 1, wherein the at
least one magnet includes electromagnetic magnets for vari-
able adjustment of magnetic field strength.

10. A cleaning device for cleaning a tank which includes
the drive system according to any one of claims 1 and 2 to 4.

11. A drive system for a cleaning device for cleaning a tank,
the drive system comprising a driving arrangement provided
to rotate an input shaft connected to a gear box, wherein the
gear box transfers rotation of the driving arrangement to a
reduced rotation of a cleaning head in the tank, and wherein
one end of the input shaft is provided with a rotatable disc-
shaped first coupling part, the drive system is further
equipped with a brake arrangement for regulating the speed of
the driving arrangement by applying a braking force, the
brake arrangement being comprised of at least one magnet
mounted on the first coupling part of the driving arrangement
and a brake hysteresis part arranged in the vicinity of the at
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least one magnet, the at least one magnet and the brake
hysteresis part being relatively movable to change a distance
between the at least one magnet and the brake hysteresis part,
and the brake hysteresis part interacting with the at least one
magnet mounted on the first coupling part to adjust the rota-
tion of the first coupling part by changing the distance
between the brake hysteresis part and the at least one magnet
mounted on the first coupling part.

12. The drive system according to claim 11, wherein the at
least one magnet is arranged substantially along the periphery
of the first coupling part of the driving arrangement, and a
braking force is applied by either axially or radially, or by
both axially and radially, moving the brake hysteresis part
relative to the at least one magnet.

13. The drive system according to claim 11, wherein the
braking force of the brake arrangement is applied either by
either axially or radially moving, or by both axially and radi-
ally moving, the brake magnet holder and the at least one
magnet mounted thereon relative to the first coupling part of
the driving arrangement comprising the hysteresis part.

14. The drive system according to claim 11, wherein the
brake arrangement is arranged inside the gear box.

15. The drive system according to claim 11, wherein the
driving arrangement is an electric motor unit arranged inside
the gear box.

16. The drive system according to any one of claims 11-15,
wherein the driving arrangement includes a magnetic cou-
pling having a first magnet coupling part housed inside the
gear box connected to the input shaft and a second magnetic
coupling part disposed in a housing, and wherein the second
magnetic coupling part comprises a turbine mounted in a
liquid channel to which cleaning liquid is supplied under
pressure and wherein the cleaning liquid rotates the turbine,
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and the rotation of the turbine is transferred to the gear box via
the magnetic coupling formed by the first magnetic coupling
part and the second magnetic coupling part, and wherein the
gear box is mounted separated from the cleaning liquid in the
housing.

17. The drive system according to any one of claims 11-15,
wherein the driving arrangement includes a magnetic hyster-
esis coupling comprising the first coupling part being
arranged inside the gear box and a second coupling part
mounted in a housing, wherein the second coupling part
includes a turbine mounted in a liquid channel to which
cleaning liquid is supplied under pressure and wherein the
cleaning liquid rotates the turbine and the rotation of the
turbine is transferred to the gear box via the magnetic hyster-
esis coupling formed by the first coupling part and the second
coupling part as mutually parallel discs, and wherein an input
shaft is connected to the first coupling part, and the turbine is
connected to the second coupling part, and where the gear box
is mounted separated from the cleaning liquid in the housing.

18. The drive system according to claim 11, wherein the
brake hysteresis part of the brake arrangement is made of a
magnetic hysteresis material.

19. The drive system according to any one of claims 11-15,
wherein the at least one magnet includes a plurality of per-
manent magnets for generating necessary magnetic field
strength and polarity.

20. The drive system according to claim 11, wherein the at
least one magnet includes electromagnetic magnets for vari-
able adjustment of magnetic field strength.

21. A cleaning device for cleaning a tank which includes
the drive system according to any one of claims 11-15.
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